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WE ADD MOVEMENT TO YOUR POWER

KONIK BURCLAR

Burclu Sistemler

@ Kullanildigi yerler

1.V kayis kasnaklari

2. Poly-v kayis kasnaklari

3. Kaplinler

4.Varyatorler

5. Zincirdiglileri

6. Trigerdisliler

7. Flanslar

8. Kamali mile baglanmasi gereken biitiin elemanlar

L
® Ozelligi;
Elemanlarin gdbeginde burca uygun konik yuva olmaktadir.
Burg bu yuvaya oturtularak, mile kaygan olarak elle takilir. Setsttir vida-
lar sikma deliklerine takilir ve sikilirsa presde gegme sikilginda monte

edilmis olur. Setsttrleri s6kiip birini demontaj deligine takip siktigimiz-
da ise mille eleman ayrilmis olur.

~

@ Avantajlan

1. Kamali mile elle kaygan olarak monte edildigi icin
montaj ¢cok kolay ve cabuk olur.

2. Setstur vidalari sikildiginda elemani mile sabitledigi
icin mili asindirmaz ve kamaya yik gelmedigi icin
kamayi kesmez

3. Montajda cekic kullaniimadigi icin eleman
ylpranmaz.

4. Sokiim icin setsturleri cikarip demontaj yerine takip
siktigimizda eleman milden ayrilir. Bosa ¢ikan
elemani elle ¢ikarip alabildigimiz icin demontaj cok
kolaydir.

They are used for

1. The v belt pulleys

2. The poly-v belt pulleys

3. The couplings

4. The variable speed pulley

5. The sprockets

6. The timing belt pulleys

7. The flanges

8. All the components to be assembled to the
pm with keyway

Specifications

The conical bore suitable to the taper bush is located in the center of the
components. The taper bush is assembled to this bore. It is manually
assembled by sliding to the pm. The set screws are assembled to the
clamping bores and if clamped it is assembled in the frequency of press
fit. If the set screws are disassembled and one of them is assembled to
the disassemblage bore and it is pressed then the pm and the element
will be separated each other.

The advantages

1 The assemblage is done easily and quickly because it is
manually assembled by sliding to the keyway.

2- It doesn't corrode the mil because the set screws are pressed
and fixed the element to the pm and it doesn't cut the keyway
because the load isn't on the keyway.

3- The element isn't frayed because the hammer isn't

used in the assemblage.

4- If the set screws are disassembled and they are assembled
and pressed to the disassemblage place, the element will be
separated from the pm and then the disassemblage will be
very easy because the disassembled element is taken by hand
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DELIK CAPLARINA GORE 1008-5050 KONiK BURC OLCULERINE GORE

1008
1108
1210
1610
1615
2012
2517
3020
3030
3525
3535
4030
4040
4545
5050
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9,10,11,12,14,16,18,19,20,22,24,25
9,10,11,12,14,16,18,19,20,22,24,25,28
11,12,14,16,18,19,20,22,24,25,28,30,32
14,16,18,19,20,22,24,25,28,30,32,35,38,40,42
14,16,18,19,20,22,24,25,28,30,32,35,38,40,42
14,16,18,19,20,22,24,25,28,30,32,35,38,40,42,45,48,50
16,18,19,20,22,24,25,28,30,32,35,38,40,42,45,48,50,55,60
25,28,30,32,35,38,40,42,45,48,50,55,60,65,70,75
35,38,40,42,45,48,50,55,60,65,70,75
35,38,40,42,45,48,50,55,60,65,70,75,80
35,38,40,42,45,48,50,55,60,65,70,775,80,85,90
40,42,45,48,50,55,60,65,70,75,80,85,90,95,100
40,42,45,48,50,55,60,65,70,75,80,85,90,95,100
55,60,65,70,75,80,85,90,95,100,110
70,75,80,85,90,95,100,110,115,120,125

35.2
38.4
47.6
57.2
57.2
69.9
85.7
108
108
127
127
146
146
161
178

KONiK BURCLAR

22.2
22.2
254
254
38.1
31.8
445
50.8
76.2
63.5
89
76.2
102
114
127

33.7
36.9
445
54
54
66.7
82.6
101.6
101.6
123
123
141
141
156
171

1/4"
1/4"
3/8"
3/8"
3/8"
7/16"
172"
5/8"
5/8"
172"
172"
5/8"
5/8"
3/4"
7/8"

TAPER BUSHES
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1008 to 3020 3525 to 6050 TO60

6050 7060 to 10085a 120100 Section A-A

DELIK CAPLARINA GORE 1008-5050 KONiK BURC OLCULERINE GORE

6050 95,100,105,110,115,120,125,130,135,140,145,150 235 127 2286 11/4" 3
7060 110,115,120,125,130,135,140,145,150,155,160,165,170 260.4 1524 254 11/4" 4
8065 130,135,140,145,150,155,160,165,170,175,180,185,190 2858 165.1 2794 11/4" 4
10085 170,180,190,200,205,210,215,220,225,230,240,250,260 3747 2159 3683 11/4" 4
120100  200,210,220,230,240,250,260,270,280,290,300 438.2 254 4318 11/4" 6

www.kys.com.tr



KYS

| POWER TRANSMISSION PARTS |

METRIK DELIKLERIN KAMA KANALI BOYUTLARI (DiN 6885)

WE ADD MOVEMENT TO YOUR POWER

KONiK BURCLAR
TAPER BUSHES
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D+1,8
D+2,3
D+2,8
D+3,3
D+3,3
D+3,3
D+3,8
D+4,3
D+4,4
D+4,9
D+5,4
D+5,4
D+6,4
D+7.,4
D+8,4
D+9,4

+0,015

+0,018

0,021

0,026

+0,031




